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Barden & Robeson Corporation 
Manufacturing/Office Facility 

 
Location/Access:  The Barden facility is located approximately equidistant between Syracuse and 

Cortland, NY, less than ½ mile off Exit 13 of Interstate Route 81.  
    The westerly boundary of the property borders NY State I-81 with good visibility to 

I-81 traffic.  Access to the facility is from NY State Route 281 onto Thomas Albert 
Drive, a Town of Preble road, from NY State Route 281.  

  
Municipality : Town of Preble, Cortland County 
 
Zoning: Industrial 
 
Tax Parcel: 17.00-04-14.210 
 
Acreage: 15.97 Acres, up to 100 acres is available to the north and the east. 
 
Road Frontage: 180 feet on Thomas Albert Drive, 617 feet on I-81 

 
Parking:   Office Facility has 127 dedicated cars of which 28 can be shared with the 

manufacturing facility; manufacturing facility has 17 dedicated spots with ample 
room for expansion. 

 
Demographics: 10-mile radius –  15,756 population 
   20-mile radius – 101,411     “ 
   30-mile radius -  418,818    “ 
 
Empire Zone:  This property is in the New York State Empire Zone. 
 
Construction Date: 2004 
 
Taxes:   This property is in the Empire Zone and has been given Empire Zone tax breaks 
 
Square Foot:   Manufacturing Building  65,771 s/f 
   Office Building   15,563 s/f 
   Storage Facilities   29,800 s/f 
                ------------  
       Total                                    111,134 s/f        
 
Price:    $3,490,000 
 
Other Options: Owners will consider a lease 

arrangement of all or a portion of 
the property.   

 
 
 
 
 
 
 
 



 
Corporate Offices 

                                                    
Total Sq. Ft.:  15,563 
 Rooms: Large vestibule & reception area 
   2 conference rooms  

  2 executive offices approx. 14’ X 20’ 
   1 office suite 
   6 smaller offices approx. 8’ X 12’ 
   10 moderate size offices approx. 12’ X 12’ 
   2 large office areas 16’ X 16’ & 16’ X 20’ 
   Large open area 52’ X54’ with 31 modules with desks 
   1 training room 24’ X 34’ 
   Exercise room 21’ X 12’ 
   Employee lunch room 15’ X 31’ 
   Copier/printer area 
   Phone center/marketing area approx. 850 s/f 
   4 private bathrooms 
   Mens/womens rooms  
   Large storage area with shelving 
    
Construction:  Wood frame over crawl space  
 
Floors:  Hardwood, carpeting and ceramic tile 
 
Ceilings: Drywall, 10 ft. ceilings throughout; large central “bull pen” area has a cathedral 

ceiling with indirect lighting 
 
Walls:   Drywall, painted and wallpapered 
 
Sprinklers:   None 
 
Heating & A/C:  Geothermal system – dedicated well provides water to a heat pump system located in 

the crawl space of the building.  There are multiple zones. 
 
Electrical:   250 Amp, 450K/277, 3 phase 
 
Septic: Large system with a design capacity of 1,875 GPM for approximately 125 

employees.  System is designed for a 75% capacity increase. 
 
Water: Three wells service the office and manufacturing facility – one for domestic 

consumption with health dept. approved filtration system that provides about 25 
GPM, one for the geothermal system, and one for fire protection with 1,700 GPM 
capacity.  

 
Fire Alarm System: Throughout – directly to the Town of Preble fire department. 
 
Basement:  Building is built on a crawl space 
 
 

    
 



 
Office Building 

 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
Large central work area with 31 build-in modules  Executive offices has hardwood flooring 

 
 
 
 
 
 
 
 

  
 
 
 
 
 
 

Classrooms built for instructional activity            Dealer/Customer area located on second floor 
 

 
 
 
 
 
 
 
 
 
 
 

      Product display area on second floor 
 
 
 
 
 



 
Manufacturing Facility 

 
Total Sq. Ft.:                65,771 s/f                                    
 
Building Dimensions:  300 ft. by 200 feet with the addition of a 71 by 59 foot section and a                                  

mezzanine 
 
Construction:    Steel on slab with metal-pitched room, one interior set of columns every 26 ft.  
 
Floors:    Concrete slab – 6” over 6” run a crush 
 
Roof Assembly:   Standing seam metal roof over 6” white polyester faced batt insulation                    

  
Ceiling Height:  22’ 6” to 29’ 6” eve height 
 
Lighting:   Ceiling hung halogen lights 
 
Sprinklers:   Throughout – wet system 
 
Bathrooms:  Men (2 stalls, 3 urinals); women (1 stall) 
 
Heating:   Propane fired ceiling hung forced hot air heat and radiant heat   
 
Electrical:   1200 Amp, 480Y/277, 3 phase 

 
Loading:   South Side – Warehouse area has 2 loading docks with 9 ft X 10 ft. overhead doors 

                       Manufacturing portion has an interior loading area with 3 docks and 
44 ft. platforms between docks for loading; and 2 ground level 
overhead doors 24 ft. by 18ft., and 16 ft. by 16 ft.  

North Side – Warehouse area has one ground level access with 22 ft. by 16 ft. 
overhead door 

Manufacturing portion has 2 ground level 24 ft. by 16 ft. overhead 
doors and 1 ground level 22 ft. by 16 ft. overhead door. 

Component Saw area has 1 ground level 24 ft. by 16 ft. overhead door 
and one ground level 10 ft. by 10 ft. overhead door. 

 
Interior Walls:  Plywood to 7 ft. 6 inches and insulation above 
 
Overhead Crane: Motorized 3 truck crane system, with a 2 ton crane using 2 - 1 ton hoists running 116 

feet with 50 ft. width with 20 foot clearance, located in the loading area and 
extending into the production space. 

 
Mezzanine Office: There is a 36 ft. by 29 ft. mezzanine built on the north side of the manufacturing 

portion with 3 – 12’6” X 17’ offices on the second floor, and breakroom and 
bathrooms on the lower floor.   

 
 
 
 
 
 



 
 

Manufacturing Facility 
 
 
 
 
 
 
 
 
 
 
 

Westerly portion of manufacturing building Easterly portion looking at loading and 
production space 

 
 
 

 
 
 
 
 
 
 
 
 
  
 
 
 

      Mezzanine contains 3 offices                          Stair manufacturing section 
   
 
 
 
 
 
 
 
 

 
 
 
 
        Interior loading dock system located on the south side 
 
 
 
 
 



Out Buildings  
Wood Frame Pole Structure  

 
Two covered material storage buildings 
  
    1 – 60 ft. X 88 ft. – 5,280 s/f 
    1 – 60 ft. X 78 ft. – 4,680 s/f  
   Clear span pole construction open on 3 sides 
   with stone floor and fluorescent  

 lighting 
  
 
 
 
 
One heated “truss facbrication” building 
 
   60 ft. X 60 ft. – 3,200 s/f 
   With radiant heat, halogen lighting, concrete  
          floor with plywood interior walls to 8 ft 

Electric service has 250 amp service,                                                                                                                                                         
208Y/120, 3 phase  

   
       
  
 
                                             
 
One fully enclosed storage building 
 
Stone floor, fluorescent lighting with 1 
    overhead door – 8 ft. by 10 ft. 
 
 
 
 
 
One covered trailer storage  
 
50 ft. X 224 ft. – 11,200 s/f 
 
Stone floor, fluorescent lighting 
   
 
 
  
  
   
  
 
 
 



 
 
 
 
 
 

 
 
 
 

The above information is believed to be accurate and is derived from sources believed to be trustworthy. While it is believed to 
be correct, the accuracy of the above information has not been confirmed. David Yaman Realty, its agents and principal do not 
warrant, guarantee or make any representations with respect to said accuracy. You are responsible for independently 
confirming the accuracy and completeness of the information. 


